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DRAINING TO

CLISE CREEK

1. SEE SHEET C1.0 FOR GENERAL NOTES, ABBREVIATIONS AND CITY OF

REDMOND STANDARD NOTES.

2. THIS COMPOSITE PLAN IS INCLUDED FOR REFERENCE ONLY AND

SHALL NOT BE USED FOR CONSTRUCTION.
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DATE DESCRIPTION

BOARD 	 VELLUM PRO-ECT �:

PLOT DATE:

COPYRIGHT BOARD AND VELLUM LLC. ALL RIGHTS RESERVED.
ORIGINAL SHEET SIZE IS 22"x34"
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REVISIONS DATE DESCRIPTION

DATEGary Schimek
Acting City Engineer

Approved for Construction

THIS DEVELOPMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH
THE 2019 CITY OF REDMOND STANDARD SPECIFICATIONS AND DETAILS.

500021924

04.20.2020 60% PLANS

SHEET NO.: 13OF

04.30.2020 SITE PLAN ENTITLEMENT

COMPOSITE PLAN

C-100

2

COMPOSITE
ENGINEERING PLAN
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REFERENCES
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LEGAL DESCRIPTION
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NOTES
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@ AT

AB ABANDON, ABANDONED

ADA AMERICANS WITH DISABILITIES ACT

ADD ADDITIONAL

AD AREA DRAIN

ASPH ASPHALT

BC BOTTOM OF CURB

BLDG BUILDING

BMP BEST MANAGEMENT PRACTICE

BW BOTTOM OF WALL

CB CATCH BASIN

CF CUBIC FEET

CFS CUBIC FEET PER SECOND

CIP CAST IN PLACE

CL CENTERLINE

CMP CORRUGATED METAL PIPE

CO CLEAN OUT

COMM COMMUNICATION

CONC CONCRETE

CONN CONNECT, CONNECTION

CONT CONTINUED

COR CITY OF REDMOND

CP CONCRETE PIPE

DEMO DEMOLITION

DI DUCTILE IRON

DIA DIAMETER

DS DOWNSPOUT

E EAST, EASTING

EA EACH

ELEC ELECTRIC, ELECTRICAL

ELEV ELEVATION

ESC EROSION AND SEDIMENT CONTROL

EX EXISTING

EXIST EXISTING

FD FOUNDATION DRAIN PERFORATED PIPE

FDCO FOUNDATION DRAIN CLEAN OUT

FF FINISHED FLOOR

FG FINISHED GRADE

FH FIRE HYDRANT

FM FORCE MAIN

GE GROUND ELEVATION

GEOTECH GEOTECHNICAL REPORT

GV GATE VALVE

HORIZ HORIZONTAL

HTB HORIZONTAL THRUST BLOCK

IE INVERT ELEVATION

IRR IRRIGATION

JB JUNCTION BOX

LF LINEAL FEET

LOC LOCATION

LOW LIMITS OF WORK

LT LEFT

ME MATCH EXISTING

MH MANHOLE

MAX MAXIMUM

MECH MECHANICAL

MIN MINIMUM

MJ MECHANICAL JOINT

N NORTH, NORTHING

NTS NOT TO SCALE

OC ON CENTER

OSM ONSITE STORMWATER MANAGEMENT

PC POINT OF CURVATURE

PCC POINT OF COMPOUND CURVATURE

PERF PERFORATED

PI POINT OF INTERSECTION

PL PROPERTY LINE

PRC POINT OF REVERSE CURVATURE

PSE PUGET SOUND ENERGY

PT POINT OF TANGENCY

PVC POINT OF VERTICAL CURVATURE,

POLYVINYL CHLORIDE

PVI POINT OF VERTICAL INTERSECTION

PVT POINT OF VERTICAL TANGENCY

R RADIUS

RJ RESTRAINED JOINT

ROW RIGHT OF WAY

RT RIGHT

S SOUTH

SD STORM DRAIN

SF SQUARE FOOT

SPEC SPECIFICATIONS

STD STANDARD

SS SANITARY SEWER

SW STORMWATER

TC TOP OF CURB

TDA THRESHOLD DISCHARGE AREA

TESC TEMPORARY EROSION AND 

SEDIMENTATION CONTROL

TEMP TEMPORARY

TW TOP OF WALL

TYP TYPICAL

UNO UNLESS NOTED OTHERWISE

UTIL UTILITY

VERT VERTICAL

W WATER, WEST

W/ WITH

WD WALL DRAIN PERFORATED PIPE

WM WATER METER

WS WATER SURFACE

WSDOT WASHINGTON STATE DEPARTMENT

OF TRANSPORTATION

ABBREVIATIONSCIVIL SHEET INDEX

1. SURVEY BACKGROUND IS BASED ON THE PRELIMINARY SURVEY DATED 11-13-2019

PROVIDED BY CORE DESIGN.

2. CONTRACTOR SHALL HAVE A SET OF THE APPROVED PERMIT PLANS ON THE JOB SITE

DURING CONSTRUCTION.

3. ALL WORK SHALL CONFORM TO THE 2020 CITY OF REDMOND STANDARD SPECIFICATIONS

AND DETAILS AND THE 2020 WSDOT STANDARD SPECIFICATIONS FOR ROAD, BRIDGE AND

MUNICIPAL CONSTRUCTION. A COPY OF THESE DOCUMENTS SHALL BE ON SITE DURING

CONSTRUCTION.

4. THIS PROJECT IS CLASSIFIED AS LARGE PER CITY OF REDMOND SITE CLASSIFICATIONS.

5. CONTRACTOR TO MAINTAIN AN 8' CORRIDOR BETWEEN 156TH ST NE TO THE BRIDLE

TRAILS TRAILHEAD AT ALL TIMES DURING CONSTRUCTION.
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BOARD & VELLUM PROJECT #:

PLOT DATE:

COP<RI*HT BOARD AND VELLUM LLC. ALL RI*HTS RESERVED.
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REVISIONS DATE DESCRIPTION

DATEGary Schimek
Acting City Engineer

Approved for Construction

THIS DEVELOPMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH
THE 2019 CITY OF REDMOND STANDARD SPECIFICATIONS AND DETAILS.

5000�1���

0�.�0.�0�0 60� PLANS

SHEET NO.: 1�O)

0�.�0.�0�0 SITE PLAN ENTITLEMENT

1

C1.0

CIVIL COVER SHEET

1. ALL WORK AND MATERIALS TO BE PER CITY OF REDMOND STANDARDS.

2. KEEP OFF-SITE STREETS CLEAN AT ALL TIMES.  FLUSHING STREETS SHALL NOT BE

ALLOWED.  ALL STREETS SHOULD BE SWEPT.

3. ADDITIONAL EROSION/SEDIMENT CONTROL MEASURES MAY BE REQUIRED BY CITY

INSPECTOR.

4. WHEN WORK IS STOPPED/COMPLETED IN AN AREA, THE CITY INSPECTOR MAY REQUIRE

POST-CONSTRUCTION EROSION CONTROL INCLUDING SEEDING OR OTHER MEASURES.

5. LOCATIONS SHOWN OF EXISTING UTILITIES ARE APPROXIMATE.  IT SHALL BE THE

RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THE CORRECT LOCATIONS TO AVOID

DAMAGE OR DISTURBANCE.

6.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO OBTAIN STREET USE AND

OTHER RELATED PERMITS PRIOR TO ANY CONSTRUCTION.

7. ALL GROUND COVER IS TO REMAIN UNDISTURBED OUTSIDE OF CLEARING AREAS.

8. THE TEMPORARY EROSION/SEDIMENT CONTROLS SHALL BE INSTALLED, INSPECTED, AND

OPERATING BEFORE ANY GRADING OR EXTENSIVE LAND CLEARING.  THESE CONTROLS

MUST BE SATISFACTORILY MAINTAINED UNTIL CONSTRUCTION AND LANDSCAPING ARE

COMPLETE.

9. TIE IMPERVIOUS SURFACES (ROOF, STREETS, DRIVEWAYS, ETC.) TO COMPLETED DRAINAGE

SYSTEM AS SOON AS POSSIBLE.

10. A PRE-CONSTRUCTION MEETING WITH THE CONSTRUCTION DIVISION AND ALL PERMITS

MUST BE COMPLETED BEFORE START OF CONSTRUCTION.

11. CLEARING LIMITS SHALL BE LOCATED BY A LICENSED CIVIL ENGINEER OR LAND SURVEYOR.

12. APPROVAL OF THIS TEMPORARY EROSION/SEDIMENTATION CONTROL (TESC) PLAN DOES

NOT CONSTITUTE AN APPROVAL OF PERMANENT ROAD OR DRAINAGE DESIGN.

13. THIS APPROVAL FOR TESC IS VALID FOR CONSTRUCTION BETWEEN MAY 1 AND SEPTEMBER

30.  THIS APPROVAL FOR TESC IS NOT VALID FOR THE RAINY SEASON (OCTOBER 1 THROUGH

APRIL 30).

14. REMOVE ALL TESC MEASURES ONCE ALL WORK IS COMPLETED AND SITE IS PERMANENTLY

STABILIZED.

CITY OF REDMOND STANDARD NOTES

C-100     COMPOSITE               
C1.0        CIVIL COVER SHEET             
C2.1        TESC PLAN NORTH
C2.2       TESC PLAN SOUTH
C2.3       TESC DETAILS 1
C2.4       TESC DETAILS 2               
C3.1        DEMOLITION PLAN NORTH
C3.2        DEMOLITION PLAN SOUTH               
C4.1        STORM DRAIN & UTILITY PLAN NORTH
C4.2        STORM DRAIN & UTILITY PLAN SOUTH
C4.3        DRAINAGE AREAS
C4.4 SD DETAILS 1
C4.5 SD DETAILS 2

REVISIONS DATE DESCRIPTION
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1. SEE SHEET C1.0 FOR GENERAL NOTES, ABBREVIATIONS AND CITY OF REDMOND STANDARD

NOTES.

2. SEE SHEET C2.2 FOR TESC LEGEND AND TESC RECOMMENDED CONSTRUCTION SEQUENCE.

3. THE LIMITS OF WORK SHOWN SHALL BE CLEARLY FLAGGED IN THE FIELD PRIOR TO

CONSTRUCTION. DURING THE CONSTRUCTION PERIOD, NO DISTURBANCE BEYOND THE

FLAGGED LIMITS OF WORK SHALL BE PERMITTED. THE FLAGGING SHALL BE MAINTAINED FOR

THE DURATION OF CONSTRUCTION.

4. THE TESC BMPS SHOWN MUST BE CONSTRUCTED IN CONJUNCTION WITH ALL CLEARING AND

GRADING ACTIVITIES, AND IN SUCH A MANNER AS TO ENSURE SEDIMENT AND

SEDIMENT-LADEN WATER DO NOT ENTER THE DRAINAGE SYSTEM, ROADWAYS, OR VIOLATE

APPLICABLE WATER QUALITY STANDARDS.

5. PROTECT EXPOSED SLOPES IN ACCORDANCE WITH DETAIL 10 ON SHEET C2.4.

6. REFERENCE TREE PRESERVATION PLAN FOR ALL WORK WITHIN THE TREE PROTECTION ZONE.

NO DISTURBANCE IS ALLOWED WITHIN 5 FEET OF DRIP LINES OF TREES TO BE SAVED

WITHOUT APPROVAL BY THE CITY OF REDMOND.

7. THE EROSION CONTROL MEASURES SHOWN ON THE DRAWINGS ARE CONSIDERED A MINIMUM,

AND ADDITIONAL MEASURES MAY BE REQUIRED TO PROTECT ADJACENT PROPERTIES AND

RECEIVING WATERS.

8. DAMAGE TO ANY DOWNSTREAM SYSTEMS DUE TO IMPROPERLY MAINTAINED EROSION

CONTROL FACILITIES SHALL BE REPAIRED AT THE CONTRACTOR'S EXPENSE.

9. BEFORE BEGINNING ANY LAND DISTURBING ACTIVITIES, MARK ALL CLEARING LIMITS,

SENSITIVE AREAS AND THEIR BUFFERS, AND TREES THAT ARE TO BE PRESERVED.

10. RETAIN THE DUFF LAYER, NATIVE TOP SOIL, AND NATURAL VEGETATION IN AN UNDISTURBED

STATE TO THE MAXIMUM DEGREE PRACTICABLE.

11. ALL EQUIPMENT SHALL BE CLEANED PRIOR TO LEAVING THE SITE. IF THE CONSTRUCTION

ENTRANCE IS NOT SUFFICIENT TO PREVENT TRACKING OF SEDIMENT ONTO ROADS,  A WHEEL

WASH OR TIRE BATHS SHALL BE INSTALLED ON SITE.

12. SEDIMENT SHALL BE REMOVED FROM ROADS BY SHOVELING, SWEEPING, OR PICKING UP AND

TRANSPORTING THE SEDIMENT TO A CONTROLLED SEDIMENT DISPOSAL AREA.

13. STORMWATER RUNOFF FROM DISTURBED AREAS SHALL BE CONVEYED TO A SEDIMENT TRAP,

OR OTHER SEDIMENT REMOVAL BMP, BEFORE  DISCHARGING OFFSITE.

14. STABILIZE EXPOSED AND UNWORKED SOILS, INCLUDING STOCKPILES, AND AREAS THAT WILL

BE EXPOSED FOR MORE THAN SEVEN DAYS BY APPLICATION OF EFFECTIVE BMPS, INCLUDING,

BUT NOT LIMITED TO: TEMPORARY AND PERMANENT SEEDING, SODDING, MULCHING, PLASTIC

SHEETING, AND EROSION CONTROL FABRICS AND MATTING.

15. SEED OR SOD ANY AREAS TO REMAIN UNCOVERED FOR MORE THAN 30 DAYS.

16. DESIGN AND CONSTRUCT CUT-AND-FILL SLOPES IN A MANNER TO MINIMIZE EROSION. DIVERT

STORMWATER OR GROUND WATER AWAY FROM SLOPES AND DISTURBED AREAS WITH

INTERCEPTOR DIKES, PIPES AND/OR SWALES.

17. PROTECT ALL STORM DRAIN INLETS DOWN SLOPE AND WITHIN 100 FEET OF THE SITE.

18. CONDUCT MAINTENANCE, FUELING, AND REPAIR OF HEAVY EQUIPMENT AND VEHICLES USING

SPILL PREVENTION AND CONTROL MEASURES. CLEAN CONTAMINATED SURFACES

IMMEDIATELY FOLLOWING ANY SPILL INCIDENT.

19. APPLY FERTILIZERS AND PESTICIDES IN A MANNER AND AT APPLICATION RATES THAT WILL

NOT RESULT IN LOSS OF CHEMICAL TO STORMWATER RUNOFF.

20. USE BMPS TO PREVENT CONTAMINATION OF RUNOFF BY PH-MODIFYING SOURCES.

21. PROTECT BIORETENTION AND DISPERSION AREAS FROM SEDIMENTATION. RESTORE

FACILITIES TO THEIR FULLY FUNCTIONING CONDITION IF SEDIMENT ACCUMULATES DURING

CONSTRUCTION. RESTORATION INCLUDES REMOVAL OF SEDIMENT AND ANY SEDIMENT-LADEN

SOILS, AND REPLACEMENT WITH SOILS MEETING THE SPECIFICATIONS.

22. KEEP ALL HEAVY EQUIPMENT OFF EXISTING SOILS UNDER BIORETENTION FACILITIES THAT

HAVE BEEN EXCAVATED TO FINAL GRADE TO RETAIN THE INFILTRATION RATE OF THE SOILS.

PREVENT COMPACTING CONSTRUCTED BIORETENTION FACILITIES BY EXCLUDING

CONSTRUCTION EQUIPMENT AND FOOT TRAFFIC.

23. EXCAVATION SITE DEWATERING THAT INCLUDES DISCHARGE TO THE STREET, CATCH BASIN,

OR SEWER SHALL BE IMPLEMENTED ONLY AFTER APPROVAL BY THE CITY OF REDMOND

INSPECTOR.

24. CLEARING, GRADING AND OTHER SOIL DISTURBING ACTIVITIES MUST BE STABILIZED BY

OCTOBER 1, AND SHALL NOT BE PERFORMED BETWEEN OCTOBER 1 AND APRIL 30 WITHOUT

CITY OF REDMOND APPROVED WET WEATHER AND SEASONAL SUSPENSION PLANS.

25. CONTROL DUST IN COMPLIANCE WITH THE PUGET SOUND CLEAN AIR AGENCY.

26. WORK IN CRITICAL AREAS MUST CONFORM TO THE CITY OF

REDMOND'S CRITICAL AREAS ORDINANCE.
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REVISIONS DATE DESCRIPTION

DATEGary Schimek
Acting City Engineer

Approved for Construction

THIS DEVELOPMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH
THE 2019 CITY OF REDMOND STANDARD SPECIFICATIONS AND DETAILS.
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C2.1

TESC PLAN NORTH

TEMPORARY EROSION AND SEDIMENT CONTROL (TESC) NOTES

REVISIONS DATE DESCRIPTION
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LIMITS OF WORK (LOW)

CONSTRUCTION ENTRANCE

STORM DRAIN INLET PROTECTION

CONSTRUCTION FENCING

TEMPORARY TREE PROTECTION,

SEE LANDSCAPE

TREE PROTECTION ZONE

FILTER FABRIC FENCE

INTERCEPTOR SWALE

WATTLE

FILTER DRUM W/ PUMP

CHECK DAM

SEDIMENT TRAP WATER SURFACE

1. SEE SHEET C1.0 FOR GENERAL NOTES,

ABBREVIATIONS AND CITY OF REDMOND STANDARD

NOTES.

2. SEE SHEET C2.1 FOR ADDITIONAL TESC NOTES.
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REVISIONS DATE DESCRIPTION

DATEGary Schimek
Acting City Engineer

Approved for Construction

THIS DEVELOPMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH
THE 2019 CITY OF REDMOND STANDARD SPECIFICATIONS AND DETAILS.

5000�1���

0�.�0.�0�0 60� PLANS

SHEET NO.: 1�O)

0�.�0.�0�0 SITE PLAN ENTITLEMENT

�

C2.2

TESC PLAN SOUTH

TESC NOTESTESC RECOMMENDED CONSTRUCTION SEQUENCETESC LEGEND

1. PRE-CONSTRUCTION MEETING WITH CITY OF REDMOND.

2. FENCE CLEARING LIMITS AND INSTALL TREE PROTECTION.

3. INSTALL STORM DRAIN INLET PROTECTION AND CONSTRUCTION ENTRANCE.

4. INSTALL PERIMETER PROTECTION (FILTER FABRIC FENCE, WATTLES, ETC.)

5. INSPECT, MAINTAIN AND REPAIR ALL BMPS DAILY OR AS DIRECTED BY THE CITY

OF REDMOND CONSTRUCTION INSPECTOR TO ENSURE CONTINUED

PERFORMANCE OF INTENDED FUNCTION.

6. KEEP ALL ADJACENT STREETS SWEPT CLEAN AND FREE FROM CONSTRUCTION

SEDIMENT AND DEBRIS.

7. RELOCATE EROSION CONTROL MEASURES OR INSTALL NEW MEASURES SO

THAT AS SITE CONDITIONS CHANGE, THE EROSION AND SEDIMENT CONTROL IS

ALWAYS IN ACCORDANCE WITH CITY OF REDMOND STANDARDS.

8. STABILIZE ALL AREAS THAT REACH FINAL GRADE WITHIN SEVEN DAYS.

9. UPON COMPLETION OF THE PROJECT, ALL DISTURBED AREAS MUST BE

STABILIZED AND BMPS REMOVED WHEN APPROPRIATE.

REVISIONS DATE DESCRIPTION
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Acting City Engineer

Approved for Construction

THIS DEVELOPMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH
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REVISIONS DATE DESCRIPTION
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THIS DEVELOPMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH
THE 2019 CITY OF REDMOND STANDARD SPECIFICATIONS AND DETAILS.
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NE. 59TH
ST.

NE. 59TH
PL.

NE. 59TH

PL.

1. SEE SHEET C1.0 FOR GENERAL NOTES, ABBREVIATIONS AND

CITY OF REDMOND STANDARD NOTES.

2. THE CONTRACTOR SHALL PROVIDE, ERECT AND MAINTAIN

ALL TEMPORARY AND SECURITY DEVICES AS NECESSARY

FOR THE PROTECTION OF THE ADJACENT EXISTING

IMPROVEMENTS.

3. REFERENCE THE DRAFT GEOTECHNICAL REPORT PREPARED

BY ASSOCIATED EARTH SCIENCES, INC, DATED JAN 23, 2020

FOR REQUIREMENTS AND RECOMMENDATIONS INCLUDING

CLEARING AND SITE PREPARATION, EXCAVATION,

TEMPORARY CUT SLOPES AND OTHER EARTHWORK

CONSIDERATIONS.

4. NA

5. THE CONTRACTOR SHALL COORDINATE THE REMOVAL,

ABANDONMENT AND/OR CAPPING OF EXISTING UTILITIES

WITH THE APPLICABLE UTILITY AGENCY, INCLUDING BUT NOT

LIMITED TO EXISTING WATER CONNECTIONS.

6. EXCAVATION FOR REMOVAL OF FOUNDATIONS, SLABS ON

GRADE AND UTILITIES SHALL BE IN ACCORDANCE WITH THE

DRAFT GEOTECHNICAL REPORT PREPARED BY ASSOCIATED

EARTH SCIENCES, INC, DATED JAN 23, 2020 . THE

CONTRACTOR SHALL COMPLY WITH THE REPORT

RECOMMENDATIONS FOR TEMPORARY CONSTRUCTION

SLOPES AND SHALL NOT EXCEED THOSE SLOPES WITHOUT

PRIOR APPROVAL OF THE GEOTECHNICAL ENGINEER.

7. CAP OR PLUG UTILITY SERVICES AT THE LIMITS OF

EXCAVATION OR AT THE LIMITS OF WORK, UNLESS NOTED

OTHERWISE.

8. DEMOLITION ASSOCIATED WITH ELECTRICAL LINES AND

APPURTENANCES SHALL BE COORDINATED WITH THE

ELECTRICAL DRAWINGS. DEMOLITION FOR SPECIFIC

ELECTRICAL ITEMS INDICATED ON THE DEMOLITION PLANS

SHALL NOT BE CARRIED OUT UNTIL POWER SOURCES TO THE

ITEMS INDICATED FOR REMOVAL HAVE BEEN MADE SAFE.

9. REMOVE EXISTING CONCRETE AND ASPHALT PAVEMENT TO

FULL DEPTH.

10. PROTECT ALL EXISTING STRUCTURES AND FOUNDATIONS TO

REMAIN WITHIN THE LIMITS OF WORK DURING

CONSTRUCTION. CONTRACTOR SHALL PROVIDE SHORING AS

REQUIRED IN ORDER TO NOT IMPACT EXISTING STRUCTURES,

FOUNDATIONS AND RETAINING WALLS.

11. CAP ALL REMOVED UTILITIES ON PLAN AT LOCATION

DESIGNATED BY ENGINEER.

12. PROTECT ALL EXISTING UTILITIES TO REMAIN FROM DAMAGE

AT ALL TIMES DURING CONSTRUCTION.  CONTRACTOR SHALL

PROVIDE TEMPORARY SHORING AS REQUIRED TO ENSURE

ADEQUATE PROTECTION OF UTILITIES TO REMAIN AND THEIR

APPURTENANCES.  CONTRACTOR SHALL FIELD VERIFY

EXISTING CONDITIONS PRIOR TO COMMENCEMENT OF

DEMOLITION OPERATIONS AND NOTIFY THE ENGINEER OF

ANY DISCREPANCIES.

13. PROTECT ALL TREES TO REMAIN FROM DAMAGE DURING

CONSTRUCTION IN ACCORDANCE WITH THE TREE

PROTECTION PLAN AND THE ARBORIST REPORT.

14. ANY WORK TO BE DONE WITHIN A TREE PROTECTION ZONE

AS NOTED ON THE TREE PROTECTION PLAN MUST BE DONE

BY HAND OR AIR SPADE.

15. LIMITS OF TREE REMOVAL SHALL INCLUDE STUMPS AND

ROOTS TO A MINIMUM OF THREE FEET BELOW FINISH GRADE.

16. REFERENCE TREE PRESERVATION PLAN FOR ALL WORK

WITHIN THE TREE PROTECTION ZONE.

17. CONTRACTOR TO MAINTAIN AN 8' CORRIDOR BETWEEN 156TH

ST NE TO THE BRIDLE TRAILS TRAILHEAD AT ALL TIMES

DURING CONSTRUCTION.

DEMOLITION NOTES
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DATEGary Schimek
Acting City Engineer

Approved for Construction

THIS DEVELOPMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH
THE 2019 CITY OF REDMOND STANDARD SPECIFICATIONS AND DETAILS.

5000�1���

0�.�0.�0�0 60� PLANS
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1. SEE SHEET C1.0 FOR GENERAL NOTES, ABBREVIATIONS

AND CITY OF REDMOND STANDARD NOTES.

2. SEE SHEET C3.1 FOR ADDITIONAL DEMOLITION NOTES.

3. SEE SHEET L3.0 GRADING PLAN FOR EXTENT OF SOILS

TO BE REMOVED OR AMENDED.

DEMOLITION NOTES
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Approved for Construction
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THE 2019 CITY OF REDMOND STANDARD SPECIFICATIONS AND DETAILS.
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NE. 59TH
ST.

NE. 59TH
PL.

NE. 59TH

PL.

LIMITS OF WORK (LOW)

CATCH BASIN- TYPE 1

STORMWATER CLEANOUT

ROCK ENERGY DISSIPATOR, SEE STORM DRAIN NOTE 8

TRENCH DRAIN

PERFORATED STORM DRAIN PIPE, SEE STORM DRAIN NOTE 9

SOLID WALL STORM DRAIN PIPE

FLOW DISPERSAL AREA, SEE STORM DRAIN NOTE 7

PLAY FIELD OR PLAYGROUND AREA W/ UNDERDRAINS

PERMEABLE WOOD CHIP PATH

GRAVEL PAVE PERMEABLE SURFACE

GRAVEL TRANSITION ZONE

ASPHALT PAVED SURFACE

SURFACE FLOW DIRECTION ARROW

PROPOSED STREET LIGHT, SEE LANDSCAPE

1. SEE SHEET C1.0 FOR GENERAL NOTES, ABBREVIATIONS AND CITY OF REDMOND STANDARD NOTES

2. SEE SHEET C4.2 FOR A STORM DRAIN VALUE TABLE.

3. GRADING AND SITE LAYOUT IS DESIGNED AND DETAILED ON OTHER PLAN SHEETS BY BOARD & VELLUM.  PLEASE REFERENCE THESE

SHEETS FOR ADDITIONAL INFORMATION.  ELEMENTS OF THESE PLANS ARE SHOWN ON THE SD & UTILITY PLAN FOR COORDINATION

AND COMPREHENSION.

4. THE LIMITS OF WORK SHOWN ON THIS PLAN SHALL BE CLEARLY FLAGGED IN THE FIELD PRIOR TO CONSTRUCTION. DURING THE

CONSTRUCTION PERIOD, NO DISTURBANCE BEYOND THE FLAGGED LIMITS OF WORK SHALL BE PERMITTED. THE FLAGGING SHALL BE

MAINTAINED FOR THE DURATION OF CONSTRUCTION.

5. REFERENCE  THE TREE PRESERVATION PLAN FOR ALL WORK WITHIN TREE PROTECTION ZONE.

6. ALL STORMWATER AND UTILITY STRUCTURES MUST HAVE NON SKID LIDS.

7. ALL DISPERSAL AREAS MUST BE UNDISTURBED NATIVE SOILS OR AMENDED SOILS THAT MEET COR BMP T5.13.

8. ROCK ENERGY DISSIPATOR SHALL BE FIELD LOCATED TO PROVIDE PROTECTION FOR LOW AND HIGH DESIGN FLOWS.  ROCK SHALL

BE 2-IN TO 8-IN RIPRAP WITH A MINIMUM THICKNESS OF 1-FOOT.  FIELD LOCATE ROCKS TO DIRECT FLOW PERPENDICULAR TO

CONTOURS.

9. UNDERDRAINS SHALL BE 6" DIAMETER PERFORATED PVC PER WSDOT STANDARD SPECIFICATION 9-05.2(6).

10. EXISTING STORM DRAIN PIPE UNDER SPORT COURT TO REMAIN WILL BE ABANDONED IN PLACE.  EXISTING STORM DRAIN OUTSIDE OF

THIS AREA WILL BE REMOVED.  SEE DEMO PLAN SOUTH, SHEET C3.2 FOR ADDITIONAL INFORMATION.

STORM DRAIN NOTES

1. ONSITE STORMWATER MANAGEMENT (OSM) IS REQUIRED FOR THIS PROJECT BY THE CITY OF REDMOND.

2. OSM IS MET WITH THE FOLLOWING BEST MANAGEMENT PRACTICES (BMPS):

2.1. AMENDED SOILS IN ALL AREAS OF NEW AND REPLACED LANDSCAPE.

2.2. BIORETENTION FACILITY WITH UNDERDRAINS FOR SPORTS COURTS, PICNIC SHELTER AND ADJACENT IMPERVIOUS PATHS.

2.3. SHEET FLOW DISPERSAL FOR PATHS.

2.4. CONCENTRATED FLOW DIPSERSAL FOR PLAY FIELD.

2.5. IN ADDITION TO THE BMPS NOTED ABOVE, SIGNIFICANT EXISTING TREES AS WELL AS  PROPOSED TREES PROVIDE ADDITIONAL

BENEFIT.

3. ADDITIONAL OSM INFORMATION AND DOCUMENTATION IS LOCATED IN THE STORM DRAIN REPORT.

ONSITE STORMWATER MANAGEMENT NOTES

STORM DRAIN LEGEND
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REVISIONS DATE DESCRIPTION

DATEGary Schimek
Acting City Engineer

Approved for Construction

THIS DEVELOPMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH
THE 2019 CITY OF REDMOND STANDARD SPECIFICATIONS AND DETAILS.

500021924

04.20.2020 60% PLANS

SHEET NO.� 13OF

04.30.2020 SITE PLAN ENTITLEMENT

STORM DRAIN &

UTILITY PLAN NORTH

C4.1

9

REVISIONS DATE DESCRIPTION
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1. SEE SHEET C1.0 FOR GENERAL NOTES,ABBREVIATIONS

AND CITY OF REDMOND STANDARD PLANS.

GENERAL NOTES
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REVISIONS DATE DESCRIPTION

DATEGary Schimek
Acting City Engineer

Approved for Construction

THIS DEVELOPMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH
THE 2019 CITY OF REDMOND STANDARD SPECIFICATIONS AND DETAILS.

500021924

04.20.2020 60% PLANS

SHEET NO.: 13OF

04.30.2020 SITE PLAN ENTITLEMENT

C4.2

10

STORM DRAIN VALUE TABLE

1. SEE SHEET C4.1

2. SEE SHEET C4.1 FOR STORM DRAIN LEGEND

STORM DRAIN NOTES

1. SEE SHEET C4.1

ONSITE SW MANAGEMENT (OSM) NOTES

STORM DRAIN &

UTILITY PLAN SOUTH

REVISIONS DATE DESCRIPTION
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ONSITE AREA

DRAINING TO

CLISE CREEK

1. SEE SHEET C1.0 FOR GENERAL NOTES, ABBREVIATIONS AND CITY OF

REDMOND STANDARD NOTES.

2. THIS DRAINAGE AREAS PLAN IS INCLUDED FOR REFERENCE ONLY AND

SHALL NOT BE USED FOR CONSTRUCTION.

DRAINAGE OVERVIEW NOTES
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DATEGary Schimek
Acting City Engineer

Approved for Construction

THIS DEVELOPMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH
THE 2019 CITY OF REDMOND STANDARD SPECIFICATIONS AND DETAILS.
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DATEGary Schimek
Acting City Engineer

Approved for Construction

THIS DEVELOPMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH
THE 2019 CITY OF REDMOND STANDARD SPECIFICATIONS AND DETAILS.
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Luminaire Schedule
Symbol Qty Label Arrangement LLF Description Lum. Watts Lum. Lumens

3 S1 SINGLE 0.850 71 7800
1 EX SINGLE 0.720 Existing 100w HPS Cobrahead 297 6541
1 S2 SINGLE 0.850 97 9600

Calculation Summary
Label CalcType Units Avg Max Min Avg/Min Max/Min
58TH ST INTERSECTION_Planar Illuminance Fc 0.92 1.6 0.4 2.13 4.00
59TH ST INTERSECTION_Planar Illuminance Fc 1.15 2.5 0.5 2.30 5.00
ROADWAY 156TH_Planar Illuminance Fc 0.73 2.4 0.4 1.83 6.00
SIDEWALK_Planar Illuminance Fc 0.75 1.5 0.4 1.88 3.75

ERL1-0-08-C3-30-D-GRAY (GE EVOLVE SERIES)

ERL1-0-10-C3-30-D-GRAY (GE EVOLVE SERIES)
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